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Progress i n  Electric Propulsion Systems 

bY 
Erns t S t u h l i n g e f  

ABSTRACT 

The t ransportat ion capabi l i ty  of propulsion systems with separate 

power source, expressed by payload r a t i o ,  terminal ve loc i ty ,  and 

accelerat ion,  depends primarily on two basic  parameters: the spec i f i c  

power of the s y s t e m , a ,  and the t o t a l  t i m e  of propulsion, T . Highest 

terminal v e l o c i t i e s  t o  be expected with present technologies are  150 t o  

200 km sec- l ;  highest  accelerat ions 5 X lO-*g0. 

depends on the spec i f i c  mission, it may vary i n  typ ica l  cases between 

5 and 95 percent. 

The payload r a t i o  

Electrothermal or  arc-heated systems w i l l  operate a t  exhaust 

v e l o c i t i e s  of 10 t o  15 km sec-' (Isp = 1,000 t o  1,500 sec); they may 

f ind  appl icat ion f o r  sa te l l i te  correct ion,  o r b i t a l  f r e i g h t  t r ans fe r ,  and 

lunar f r e i g h t  missions. 

v e l o c i t i e s  between 40 and 150 km sec4 ( I sp  = 4,000 t o  15,000 sec);  they 

w i l l  be useful  fo r  lunar f r e igh t  missions, f o r  unmanned and manned plane- 

t a r y  f l i g h t ,  and f o r  deep space probes. 

E lec t ros t a t i c  o r  ion systems w i l l  have exhaust 

Electrodynamic o r  MFM sys t ems  

promise t o  cover a wide range of exhaust Veloc i t ies  from 10 t o  1,000 km 

sec (Isp = 1,000 t o  100,000 sec). 

f a r  enough to encourage the design of an operable propulsion system. 

-. Their technology is  not ye t  developed 

I Q 

F l i g h t  tests of the other  two systems may begin around 1962 t o  1964. 

*Director ,  Research Pro jec ts  Division, Marshall 
Space F l igh t  Center, NASA 



Five years ago, a review paper on electric propulsion systems could 

have mentioned only a handful of s tudies  wr i t ten  by some undaunted 

opt imists  i n  t h e i r  spare hours [l,]. 

and space c r a f t  company i n  the United S t a t e s  t h a t  does not have an ac t ive  

group working on electric propulsion systems. 

e l e c t r i c  propulsion pro jec ts  with several  mi l l ion  do l l a r s  per year, and 

the National Aeronautics and Space Administration i s  about t o  e s t a b l i s h  

a vigorous program fo r  the development of e l e c t r i c a l l y  propelled space 

vehicles .  The f e a s i b i l i t y ,  and the usefulness,  of electric propulsion 

systems i s  a proven f a c t ,  a t  l e a s t  as f a r  as t h e i r  theory goes. The  

remainirg problems are concerned with the e f f i c i e n t  technical r e a l i z a t i o n  

of the systems which look simple and straightforward i n  t h e i r  p r inc ip les .  

We w i l l  d ivide our review in to  two par t s :  a t  f i r s t ,  we will consider 

Today, there  is hardly one m i s s i l e  

CI 

The Government supports 
c 

the t ranspor ta t ion  capab i i i t i e s  of eiectric propuision systems, and then 

we will discuss  the  present development s t a t u s  of the d i f f e r e n t  kinds of 

electric space propulsion engines. 

Electrical systems, as contrasted t o  chemical rocked motors, requi re  

a separate  source of power t o  e j e c t  the propel lant .  

together  with the conversion p lan t  represent  a very subs t an t i a l  addi t ion 

t o  the  dead m a s s  o r  burnout m a s s  of the rocket vehicle .  The reason why 

The prime source 

-. electr ic  propulsion systems, a t  l ea s t  f o r  some space missions, a re  

superior  t o  chemical rocket engines i s  because the exhaust v e l o c i t i e s  of 

e lectr ic  systems a re  many times greater  than those which r e s u l t  from the 

enthalpy re lease  of a fuel-oxidizer reac t ion  i n  a chemical rocket motor. 

The vehicle  accelerat ions developed by e l e c t r i c  propulsion sys tems 

w i l l  always be very small. Electr ical ly  propelled vehicles  w i l l  therefore 
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be r e s t r i c t e d  t o  the space beyond an appreciable atmosphere, and to 

t r a j e c t o r i e s  where the  th rus t  forces do not have t o  compete with gravi-  

t a t i o n a l  forces g rea t e r  than about 1O-&g0. 

Figure 1 shows very schematically a chemically prepelled,  and an 

The component % includes a l l  e l e c t r i c a l l y  propelled rocket vehicle a 

the subcomponents required t o  generate the electric power fo r  the th rus t  

chambers. Mp denotes the propellant m a s s  and % represents  the payload, 

and a l s o  s t r u c t u r a l  elements as f a r  a s  they are not p a r t s  of the power 

p lan t .  

The r e l a t i o n  between i n i t i a l  mass Mo, , terminal mass B $ ,  exhaust 

ve loc i ty  v, and terminal ve loc i ty  u f o r  a chemical rocket vehicle t ha t  

i s  not  subject  t o  drag o r  grav i ta t iona l  forces  is  given by Tsiolkovski i ' s  

equation 

The corresponding equation for e l e c t r i c a l l y  propelled vehicles ,  or  

more generally f o r  vehicles  which require  a separate  power source reads 

This equation can be developed i n t o  a form su i t ab le  fo r  the analysis  

of the vehicle  dynamics by introducing the term "specif ic  power" f o r  the 

r a t i o  of the power contained i n  the exhaust beam t o  the mass of the 



power-producing p lan t ,  

The product of t h i s  spec i f i c  power with the t o t a l  tfme of operation, 

7 , represents the "specif ic  energy" of the system. 

E*= a a  

h a  v =  - v * ,  MP Since W = - 
2 2 %  

we f i n a l l y  obtain ( 2  ] I 

I n  a chemical rocket engine, there is no power-producing plant ;  

Mw i s  zero, and Eq. (2) transforms i n t o  E q .  (1). 

Figures 2 and 3 represent Eq. (2) .  The spec i f ic  energyp aT, i s  

-a losa and 10'' erg  g 

as a function of the exhaust veloci ty ,  with the terminal veloci ty  u a s  

a parameter. 

~ i i e  o p t i x a  ex5aust -:elccity that leads t o  a maximum payload r a t i o .  

This optimum exhaust veloci ty  depends very l i t t l e  on the terminal veloci ty;  

i n  the two diagrams They show the payload r a t i o  

For any terminal velocity and spec i f ic  energy, there i o  
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by inspection, we may deduce a s i m p l e  r u l e  of thumb from Figs.  2 and 

3 0 3  

= m  ( 3 )  opt 
V 

* 

- For very small payloads, voPt decreases somewhat, and f o r  & -* o 

we obtain 14 'J 

Vopt = 0 . 7 1 4 a  

and 

%ax = 1.14 

(4 )  

For payloads as large as 95 or 98%, we f ind  

The r a t i o  of optimum exhaust veloci ty  t o  maximum terminal veloci ty  

for % -* o i s  a pure number, 

(*)ML+= 0 .626  

which leads t o  a mass r a t i o  of 

MO h + M p  = 4.95 - =  
*W "w 

This means tha t  an e l e c t r i c a l l y  propelled vehicle  with vanishingly 

s m a l l  payload should car ry  about 4 t i m e s  i t s  power plant  mass i n  the form 
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of propel lant  i n  order t o  reach a maximum terminal ve loc i ty ,  i r respec t ive  

of any other parameter. 

be given by Eq. (4). 

Exhaust veloci ty  and terminal ve loc i ty  vi11 then 

- 
If there  is  an appreciable payload, the r a t i o  of the terminal 

L veloc i ty  t o  the optimum exhaust ve loc i ty ,  u/vopt, is a function of the 

payload r a t i o .  This function i s  plot ted in Fig. 4. Very large payload 

r a t i o s  demand a small u/vopt r a t i o ;  i f  the payload is about 14'1, the 

optimum exhaust ve loc i ty  i s  equal t o  the terminal veloci ty .  

The m a x i m u m  terminal ve loc i ty  urnax which can be reached with 

optimized exhaust ve loc i ty  and a given payload r a t i o  depends on the 

spec i f i c  energy, a% . Figure 5 i l lustrates t h i s  re la t ionship .  

Of pa r t i cu la r  i n t e r e s t  is the  accelerat ion which can be reached by 

an e l e c t r i c a l l y  propelled space vehicle.  The i n i t i a l  acce le ra t ion  is 

determined by th rus t  and i n i t i a l  mass according t o  

F - a. - - 
MO 

o r ,  a f t e r  subs t i t u t ion  of su i t ab le  design parameters: 

3 E - M  - 
Mp + MW + ML a. - 

I 

V T  P M W  

I 
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which leads t o  

- Equation (7) i s  plot ted i n  Fig. 6 fo r  two d i f f e ren t  spec i f ic  power 

f igures ,  -a = 0.3 kw kg-a and a = 10 kw kg-'. 

negl igibly s m a l l ,  we obtain 

I f  the payload becomes 

. .  

aomax =J+' for ML+ 0 .  

The accelerat ion of a vehicle optimized f o r  maximum terminal 

veloci ty  begins with a somewhat smaller i n i t i a l  acceleration, as shown 

by Eqs. (5) and ( 6 ) .  However, the terminal acceleration i s  greater  than 

t h a t  of a vehicle optimized fer zax imm initial acceleration. Table I 

l is ts  accelerations and terminal ve loc i t ies  for  the two cases with 

ML = 0 .  

The spec i f ic  power, a , i s  of decis ive influence on the t ransportat ion 

capab i l i t y  of an e l e c t r i c a l l y  propelled vehicle.  I ts  magnitude depends 

on the systems tha t  are avai lable  to  generate and convert the power, and 

on the s k i l l  of the design engineer. The bes t  choice for  a prime power 

- source a t  present i s  a f a s t  f i s s ion  reac tor ,  and a heat cycle with turbo- 

generator and rad ia t ion  cooler for conversion. A f i s s ion  reactor can be 

b u i l t  t o  operate on a constant power leve l  for  a few years. Its m a s s  i s  

proportional t o  i t s  power ra ther  than t o  i t s  t o t a l  amount of energy; the 

performance of the propulsion system is therefore power-limited, as 

7 



contrasted t o  a chemical rocket which is energy-limited. 

t h i s  kind, i f  b u i l t  wi th  present-day technologies, would provide a 

spec i f i c  power of about 0.1 kw/kg. 

an t ic ipa ted  t o  grow during the next decades. 

conversion system is  the  thermionic converter. Although not y e t  

ava i lab le  i n  a technical  form, i t  is ant ic ipated t h a t  thermionic 

converters w i l l  eventually be superior t o  ro t a t ing  systems regarding 

ef f ic iency  and r e l i a b i l i t y .  

A system of 

Figure 7 shows how t h i s  f igure  is 

A very promising 

L 

The t i m e  of propulsion, z , a lso  plays a dominating r o l e  i n  the 

theory of propulsion systems with separate power source. It is of ten  

d i f f i c u l t  t o  determine the  propulsion t i m e  for  a mission before mass, 

t h r u s t ,  and terminal ve loc i ty  of the vehicle  are known. However, 

reasonable estimates can be made for many lunar and planetary missions 

even while propulsion parameters are s t i l l  somewhat uncertain,  and more 

accurate f igures  can then be developed by i t e r a t i o n .  

Our considerations so f a r  were based on propulsion systems with 

constant  t h rus t  and varying accelerat ion.  It can be proven, though, 

t h a t  the t ransportat ion capabi l i ty  of vehicles  with separate  power 

source improves when the th rus t  i s  varied according t o  a t i m e  program 

c 5 1. In pa r t i cu la r ,  the payload becomes a maximum a t  given power, 
- 

propel lan t  m a s s ,  and propulsion system mass, when the th rus t  i s  var ied 

i n  such a way tha t  the accelerat ion is  constant throughout the f l i g h t .  

Figure 8 shows th rus t ,  accelerat ion,  propel lant  consumption, and 

? 

exhaust ve loc i ty  as functions of time fo r  vehicles  with constant t h rus t ,  

and vehic les  with constant acceleration. The difference i n  t ransportat ion 

, 

l 
c a p a b i l i t y  between the two vehicles is  shown i n  Fig.  9 where the payload 
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r a t i o  &/M0 i s  p lo t ted  versus the terminal ve loc i ty  u for  two d i f f e ren t  

spec i f i c  energies QT e There i s  indeed a la rger  payload f o r  the constant I 

accelerat ion system. 

i n  capabi l i ty  would j u s t i f y  a variable thrust  system with i t s  inherent 

complexity. The r e l a t i v e  gain is grea tes t  i n  vehic les  with very small 

payloads, and v i t h  terminal ve loc i t i e s  near the theo re t i ca l  upper limits. 

Bowever, the addi t iona l  equipment required to  carry out  the th rus t  

va r i a t ion  program would more than o f f se t  the gain i n  payload, a t  l e a s t  

i n  ion propulsion systems; arc-heated systems w i l l  probably be better 

off  i n  t h i s  respect .  

It may be questioned though whether t h i s  small gain 
I 

I 

~ 

Electric propulsion systems w i l l  f ind  appl icat ion i n  a number of I 
~ 

space missions [ 6 J .  

lunar f l i g h t s ,  w i l l  take longer w i t h  electric systems than with chemical 

engines,  but the  payload capab i l i t i e s  with electric vehicles  w i l l  be much 

l a rge r ,  F l igh t s  t o  Mars and Venus, s t i l l  with considerably la rger  payload, 

w i l l  be a l i t t l e  shorter  electrically than chemically on a Hohmann t ransfer  

e l l i p s e .  

Near-earth missions, l i k e  o r b i t a l  t ransfer  and 

A deep space probe t o  the dis tance of Pluto w i l l  be underway 

three  o r  four years with an e l e c t r i c  system, while the  Hohmann t ransfer  

t i m e  would be 45 years.  

6 percent payload, while plenty of e l e c t r i c  power f o r  instruments and 

communicathn 

cost 

The e l e c t r i c  deep space probe would car ry  about 

. 
would be ava i lab le  from the propulsion system a t  no ex t r a  

-> 

Table 11 lists several  space missions with the estimated propulsion 

times. 

ve loc i ty  f o r  each mission, depending only on the spec i f i c  power a of 

Applying the formula of E q .  (3) ,  we f ind the optimum exhaust 
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the  power-producing system. 

a l s o  the years when these a's may be avai lable .  

are given i n  km secot, and a l s o  as spec i f ic  impulses I,~. 

The t a b l e  lists three values for a , and 

The exhaust v e l o c i t i e s  

Our considerations so f a r  a r e  va l id  f o r  any kind of propulsion 

system with separate  source of power, independent of the propel lant  

material, and of the  way i n  which the propel lant  p a r t i c l e s  are accelerated.  

Several systems are known today, a t  least theore t ica l ly ,  which f a l l  i n t o  

t h i s  category; they are l i s t e d  i n  Table 111. 

2, 4, and 5 w i l l  be discussed here in  more d e t a i l .  

Only the electric systems 

Electrothermal or  arc-heated systems developed from the study of 

high-intensi ty  electric arcs  (7).  An e l e c t r i c  discharge burns between 

a c e n t r a l  and a ring-shaped electrode,  while the propel lant  gas i s  fed 

i n t o  the chamber. 

Proper cooling of the  w a l l s  allows average chamber temperatures f a r  

above the melting temperatures of the w a l l  mater ia ls .  

within the arc may be as high as 50,000 OK; [ 8 ]  the average temperature 

of the gas i n  the chamber i s  of the  order of 3,000 i0K t o  12,000 OK. 

nozzle a t  the e x i t  of the plenum chamber produces an exhaust ve loc i ty  

given by the equation 

Figure 10 shows an arc-heated chamber schematically. 

The temperature 

A 

where A H  denotes t h a t  p a r t  of the enthalpy of the gas tha t  transforms 

i n t o  k i n e t i c  energy of the beam. This equation may be approximated by 

10 



for ideal gases without dissociation and ionization; R is the gas 

constant (erg per deg and per mole), and W the molecular weight of the 

gas. 

Eq. (8 )  mustbe used instead of Eq. (9), and the enthalpies of the propel- 

At the temperatures encountered in an arc-heated propulsion chamber, . 
a lant gases must be carefully compared at the high chamber temperatures 

before propellants can be appraised. 

successfully over extended periods with an exhaust velocity of 10 to 11 

Hydrogen motors have been operated 

km sec (Isp = 1,000 to 1,100 sec) at chamber temperatures of about 3,000 

% [g].  The merit At higher temperatures, Li or LiH may be preferable. 

of a propellant is determined by its available enthalpy at the chamber 

temperature, by its cooling capabilities, and by its storability. Figure 

11 shows the enthalpy of hydrogen versus the temperature at different 

chamber pressures. 

km secQ (Isp = 1,500 sec) may be obtained within a few years. 

for arc-heated systems appears to be around 20 to 25 km sec (Isp = 2,000 

to 2,500 sec) [lOJ . It is interesting to note that one reason for this 
limit is the high conductivity of the chamber gas at high temperatures. 

It is anticipated that exhaust velocities up to 15 

The limit 

When this conductivity approaches that of copper, ohmic losses in the 

external circuit reduce the overall efficiency of the system considerably. 

At temperatures in the 3,000 range, the efficiency is 

determined mostly by enthalpy losses, and by nonrecoverable losses to 

0 
to 5,000' . 

the cooling system. Typical figures of present efficiencies are 50 to 

55 percent. 

Table 11 indicates that arc-heated systems will be useful for 

satellite correction systems, for orbital transfer missions, and for 

-freight transportation t o  t'w boon. 

11 



One of the advantages of the arc-heated system is  the easy control-  

l a b i l i t y  of the exhaust veloci ty .  Within f a i r l y  wide l i m i t s ,  the power 

consumption of the  engine is  independent of the rate of propel lant  mass 

flow, Greater mass flow r a t e  means l o w e r  average temperature, and 
. 
I therefore  lower exhaust ve loc i ty ,  but  g rea te r  t h rus t ,  according t o  the 

e quat i on 

It i s  possible  tha t  arc-heated engines vi11 be b u i l t  fo r  var iable  

propel lant  flow. 

One of the most s t r ingen t  problems a r i s ing  with the long-time 

operation of arc-heated systems i s  electrode erosion. 

to overcome t h i s  danger a re  under development. 

hundred hours a t  exhaust ve loc i t i e s  of 10 km sec-' (Isp = 1,000 sec) and 

a t h r u s t  of one tenth t o  one half  pound per chamber may be avai lable  soon. 

Promising methods 

Operating times of several 

E l e c t r o s t a t i c  or  ion propulsion systems use e l e c t r i c  f i e l d s  t o  

acce lera te  charged propel lant  pa r t i c l e s .  

propulsion system is shown i n  Fig. 12. The expulsion of posi t fve and 

negative p a r t i c l e s  a t  the same r a t e  i s  necessary i n  order t o  keep the 

vehic le  e l e c t r i c a l l y  neut ra l .  

A schematic diagram of an ion 

The r e l a t ions  between payload r a t i o ,  exhaust ve loc i ty ,  terminal 
? 

velocf ty ,  acce le ra t ion ,  spec i f ic  power, and time of propulsion, as 

presented above, a re  independent of the way i n  which the p a r t i c l e s  obtain 

t h e i r  k i n e t i c  energy, and a l so  of t h e  p a r t i c l e  mass and charge. However, 

as soon as  the  propel lant  material has been selected,  the voltage is  

12 



determined which will be required t o  acce lera te  the propel lant  p a r t i c l e s  

t o  the desired exhaust ve loc i ty .  Equation (lo), 

which gives the p a r t i c l e  ve loc i ty  as a function of voltage and charge- 

to-mass r a t i o ,  is plo t ted  i n  Fig. 13. A number of s tud ies  concerning 

these re la t ionships  have been published [ll]. 

Table I1 implies t h a t  exhaust ve loc i t i e s  between about 10 and 200 

lan sec-' (Isp = 1,000 t o  20,000 sec) w i l l  be des i rab le .  

a t ing  voltage should not be lower than about 1,500 v o l t s  f o r  ion 

o p t i c a l  reasons, and not higher than about 1000,000 t o  2000,000 vo l t s  

because of the danger of a spontaneous discharge between electrodes.  

I n  Fig. 13 t h i s  area of preferred operation has been shaded. 

The acceler- 

The th rus t  developed by the e l e c t r o s t a t i c  expulsion of p a r t i c l e s  

is given by 

where U is the voltage and I the current .  If the negative p a r t i c l e s  

are represented by e lec t rons ,  they will not add appreciably t o  the th rus t  

because c?f their s m a l l  B/& r a t i o .  

The flow of charged p a r t i c l e s  through an accelerat ing f i e l d  is  

governed by Child-Langmuir's space charge law [12) 

13 



where i = curren t  dens i ty  

and d = distance between electrodes. 

A number of i n t e re s t ing  r e l a t ions  der ive from Eqs. (11) and (12). 

If f denotes the th rus t  per cm8, we f ind  

where S = electric f i e l d  s t rength 

Equation (13) in fe r s  t h a t  the  th rus t  per cm8 of an ion engine depends 

only on the f i e l d  s t rength.  If S is limited f o r  reasons of electric 

breakdown t o  about 10 

engine w i l l  be 8 grams. 

6 the  highest t h rus t  per cm* of an ion v o l t  ~ r n - ~ '  

With 

Equation (12) becomes 

Considering f a design constant according t o  Eq. (13), and v a . 
mission constant (Eq. 3), we f ind  tha t  the length of the accelerating 

t 

u Vi11 a l s o  be proportional to the  p a r t i c l e  m a s s  It 

Introducing the diameter v of the th rus t  chamber, we have 

F = f a r *  

14 



and obta in  

2r 
a- is the "aspect ra t io"  of an ion motor. where 

well-known "perveance" of an ion or e lec t ron  gun, I / U  %5 , by the 

equation 

It is r e l a t ed  t o  the 

"Aspect ra t io"  and "perveance" of the ion source should be as g rea t  

The r a t h e r  complex in te rp lay  of mass-to- as possible  f o r  a high th rus t .  

charge r a t i o ,  perveance, f i e l d  s t rength,  and th rus t  i n  an ion th rus t  

chamber may be understood bes t  by looking a t  Figs. 14 a and b which 

show schematic scale drawings of t w o  ion motors of the same area, the 

same aspect r a t i o ,  the same f i e l d  s t rength,  the same exhaust ve loc i ty ,  

the  same power, and the same thrust .  

charge r a t i o s  are d i f f e ren t .  

l a rge r  voltage and la rger  p/& - r a t i o  w i l l  be l i g h t e r ,  and e a s i e r  to 

build.  

maximum f i e l d  s t rength  of 10' v o l t  cm" i n  a simple ion motor a s  shown 

Accelerating voltages and mass-to- 

The f igu re  i l l u s t r a t e s  t h a t  a motor f o r  

I n  fact ,  it w i l l  be almost impossible t o  u t i l i z e  the permissible 

I in Fig. 3 Lbt 1. - ril.U' J LL hiis Gf ZG atvu,fc %Tight = E  the crder cf 100. wit!? 

Cesium ions (A = 133) and an exhaust ve loc i ty  of 100 km sec" 

(Isp - - 10,000 sec) ,  the dis tance d would be only 0.07 cm i f  the f u l l  

permissible f i e l d  s t rength  were  u t i l i zed ,  r e su l t i ng  i n  the maximum 

t h r u s t  densi ty  of 8 grams per squaEcentimeter.  In  Fig. 14, a f i e l d  
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s t rength  of 10,000 v o l t s  per cm was assumed, leading t o  a th rus t  of 

0.08 g per em*- 

than the maximum theo re t i ca l  values. 

These f igures  are  c loser  t o  technical  r ea l i za t ion  

Fortunately t h i s  problem can be g rea t ly  relieved by the appl ica t ion  

of an accelerating-decelerating sys t em i n  which the charged p a r t i c l e s  

are f i r s t  accelerated by a r e l a t ive ly  high vol tage,  and then decelerated 

again t o  the desired exhaust veloci ty  [ 131. Without elaborating fu r the r  

on the  theory of the  accel-decel sys t em,  we consider Fig.  14c where an 

accel-decel system f o r  the same colomon parameters as i n  Fig. 14a and 

b is drawn t o  scale; i t s  Pk - r a t io  and i t s  exhaust ve loc i ty  are equal 

t o  those of Fig. 14a. Fig. 14c indicates  t h a t  the  accel-decel p r inc ip l e  

allows t o  bui ld  t h r u s t  chambers for atomic p a r t i c l e s  p rac t i ca l ly  with 

the same ef f ic iency  which is  obtainable with simple th rus t  chambers 

and heavier p a r t i c l e s .  

For st i l l  heavier p a r t i c l e s ,  l i k e  co l lo id  o r  dus t  p a r t i c l e s ,  the 

t h r u s t  chamber module would have even la rger  dimensions, and the 

acce lera t ing  voltage would be higher. 

t r a t e d  recent ly  on co l lo ida l  pa r t i c l e s  f o r  e l e c t r o s t a t i c  propulsion 

systems 1141 

d e f i n i t e l y  be l i g h t e r  and simpler than th rus t  chambers f o r  atomic o r  

molecular ions,  there  are a number of technical  problems which arise 

with h e s v  particle p ~ n p l ~ i , ~ ~  ~ y ~ t e m , ~ ;  a ~ c q  tho,= are t5c ger;2ratftn 

of uniform p a r t i c l e s ,  the propellant feed system, and the uniform 

charging of the  p a r t i c l e s  t o  the desired d e  r a t i o .  While a non- 

uniformity of the m a s s  and the charge of the p a r t i c l e s  of several  

percent would not be cr i t ical ,  the ove ra l l  performance of the 

Much i n t e r e s t  has been concen- 

While th rus t  chambers f o r  heavy p a r t i c l e s  would 

16 



propellant system would suffer if a sizeable fraction of the particles 

had a smaller charge, or no charge at all. 

The ion source which at present seems to impose the least amount 

of problems is the cesium-tungsten source. In one form of the source, 

. cesium vapor diffuses through a thin layer of porous tungsten with a 

pore size of about one micron. 

face, the atoms move along the surface and very soon lose their outermost 

electrons into the tungsten because the work function of tungsten is 

greater than the ionization energy of the cesium atoms. 

the surface after a sitting time of microseconds, provided that the 

surface has a temperature of about 1400 OK. 

of a cesium-tungsten source of this kind is greater than 99%. 

metals than tungsten, like rhenium, are under investigation. It is 

desirable that the ion source operate at a lower temperature so that 

heat radiation losses would be reduced. Other types of ion sources, 

like the duoplasmatron source [ 151 or the bombardment source 863, show 

some promising qualities for ion engines. However, before an ion source 

is appraised for an ion propulsion system, it should be well understood 

that the current density within the thrust chamber is not primarily 

governed by the source, but by the accelerating voltage, and by the 

distance between electrodes. As a rule, a porous plug cesium-tungsten 

When emerging from the pores at the front 

The ions leave 

The ionization efficiency 

Other 

~fi..tnc. ---dl-- - - - - - 4 d n  n-.. n+.-rn..t d r . r . n 4 t . r  t k o t  & d----d-d L-* O V Y A C S  CIOll s a a A . A ) .  y&vrAuC bULLCLIC U - A A U L L J  C L L U C  'YUJ U C U I O L L U S U  U J  
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the thrust chamber. Other properties required from the ion source are: 

Small mass per unit emitting area 

Uniform velocity of ions at one well defined cross-section 

High ionization efficiency 

17 



LOW power expenditure p e r  ion 

Long operating l i f e  

Simplici ty  of design and operation 

The most severe technical problem with which the ion engine designer 

i s  s t i l l  confronted i s  the neut ra l iza t ion  of the  ion beam imnediately 

behind the thrus t  chamber. I f  the space charge represented by the beam 

were not  neutral ized,  no r e a l  beam would develop a t  a l l .  A cloud of 

pos i t ive  ions would form behind the vehicle;  image charges on the 

vehicle  would keep the cloud i n  place, and any fur ther  ions emitted i n  

the f i e l d  of the cloud by the thrus t  chamber would turn around and f a l l  

back on the vehicle.  The same would happen t o  the negative p a r t i c l e s ,  

with the r e s u l t  t ha t  no ne t  th rus t  would develop on the vehicle.  

The solut ion t o  t h i s  problem is the mixing of negative and pos i t ive  

p a r t i c l e s  as soon as the ions have l e f t  the th rus t  chamber. 

be s u f f i c i e n t  t o  mix the pa r t i c l e s  i n  such a way tha t  t h e i r  currents  

It w i l l  not 

compensate a t  any place along the mixed beam, 

I+-+ V + &  + 
and 

i-= n- v- t - 
where n is  the volume density of the charges, but i t  w i l l  a l so  be 

necessary tha t  t h e i r  volume dens i t ies  be the same, 

from a dis tance on which is roughly equal t o  the length of the accele- 

r a t i o n  chamber. Both conditions together make i t  necessary tha t  the 

v e l o c i t i e s  of posi t ive and negative p a r t i c l e s  i n  the d i r ec t ion  of the 

beam be the same. I f  the posi t ive p a r t i c l e s  a re  cesium ions,  and the 



negative p a r t i c l e s  e lectrons,  t h i s  means tha t  the electrons must be 

accelerated by a poten t ia l  difference 

m With = 6800 v o l t s ,  We would be 2.7 X lo-* vo l t s ,  which i s  less than 

the average thermal veloci ty  of electrons which are emitted from a hot 

metal surface.  

with such a s m a l l  uniform veloci ty .  Even the poten t ia l  f i e l d  around the 

ion beam accelerates  the electrons i n  a r a d i a l  d i rec t ion  t o  much higher 

ve loc i t i e s .  

It w i l l  not be possible t o  generate a flow of e lectrons 

This d i f f i c u l t y  can be overcome only by in jec t ing  the electrons i n  

a d i r ec t ion  perpendicular t o  the beam d i rec t ion  with an i n i t i a l  veloci ty  

as iow as possible.  a*.. r l r e J  will then o s c i l l a t e  l a t e r a l l y  through the beam, 

and d r i f t  forward and backward along the beam according t o  t h e i r  i n i t i a l  

ve loc i ty  components i n  the beam di rec t ion ,  and a l so  according t o  the 

po ten t i a l  gradients  within the beam i n  beam direct ion.  

The problem of the engine designer i s  t o  influence t h i s  i n t e rna l  

po ten t i a l  gradient by external  electrodes i n  such a way t h a t  no electrons 

d r i f t  backwards, and tha t  those vhich d r i f t  forward do so with the veloc- 

a i t y  of the pos i t ive  pa r t i c l e s .  Very for tunately,  there seems t o  occur 

a kind of a self-regulat ing e f fec t  between posi t ive beam and negative 

e lec t rons  which allows j u s t  the  r igh t  number of e lectrons t o  s p i l l  out 

of the o r ig ina l  reservoir  and t o  d r i f t  with the ions. 

noted, though, t ha t  a f t e r  beam neut ra l i ty  has been achieved a t  one place 

near the in jec t ion  point ,  i t  w i l l  be maintained fur ther  downstream only 

e. 

It should be 
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when the longi tudinal  electric f i e l d  is  'cero everywhere. Local 

f luctuat ions of f i e l d  s t rength  and beam n e u t r a l i t y  are allowed, but 

they must not extend over distances la rger  than about the length of 

the acceleration chamber. Figure 15 i l l u s t r a t e s  schematically a th rus t  

chamber with beam neut ra l iza t ion .  

Neutral izat ion would be easier t o  achieve i f  the e lec t ron  emitters 

were placed inside the beam i t s e l f .  This arrangement could lead t o  

ser ious corrosion and ab la t ion  of the  emitt ing surfaces;  however, the  

emitters might be b u i l t  i n  such a way that they are replaced by new 

ones e i t h e r  per iodica l ly  or i n  a continuous fashion. The e lec t rons  

would then only have thermal energies of the order of one S V  within 

the beam. If  used i n  conjunction with an acceleration-deceleration 

system, the e lec t rons  would f ind  an uph i l l  po ten t i a l  f i e l d  towards the 

ex i t  o r i f i c e  of the decel  state,  and would therefore  turn around before 

impinging on the e x i t  e lectrode.  The s implif ied,  one-dimensional theory 

(16a) i n f e r s  t h a t  a steady state w i l l  be reached i n  which e lec t rons  

from the emitters f i l l  the beam t o  neu t ra l i t y .  

f l uc tua te s  with s m a l l  amplitude around a constant value. 

emitters and decelerat ing electrode are joined together t o  form a 

"neutral iz ing grid", the spacing between accelerat ing electrode and 

neut ra l iz ing  g r id  has no influence on the th rus t  and exhaust ve loc i ty  

of the beam, because e lec t rons  w i l l  d r i f t  backward and f i l l  the space 

t o  a point c lose  to the accel electrode, regardless  of how f a r  downstream 

the  neut ra l iz ing  g r id  i s  placed. 

v e r i f y  the f e a s i b i l i t y  of t h i s  system. 

The beam po ten t i a l  

I f  e lec t ron  

Further experiments w i l l  have t o  
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Very valuable contr ibut ions t o  the problem of beam neut ra l iza t ion  

have been made with analog simulators of p a r t i c l e  t r a j e c t o r i e s  ( 1 7 1  . 
The po ten t i a l  f i e l d s  are simulated i n  an e l e c t r o l y t i c  tank, with small 

auxi l ia ry  electrodes representing space charges. 

of the e l e c t r i c  f i e l d  is measured with a l i t t l e  probe, and the t r a j ec to ry  

of a p a r t i c l e  i s  computed as a r e s u l t  of the force f i e l d  measured 

throughout the tank. 

Direct ion and s t rength  

The problem of matching the ve loc i t i e s  of pos i t ive  and negative 

p a r t i c l e s  fo r  beam neut ra l iza t ion  would be much easier i f  the masses 

of both kinds of p a r t i c l e s  were about equal. 

severa l  places t o  develop sources f o r  negative ions which are as simple 

and as e f f i c i e n t  as the cesium-tungsten source. I f  these attempts 

should prove successful,  an ion engine including ion source, t h rus t  

chamber, and beam neut ra l iza t ion  would be as simple as shown i n  Fig.  16. 

Studies  are underway a t  

Several  contracts  for  t h e  development of laboratory models of 

s m a l l  ion engines are present ly  underway i n  the United S ta t e s .  

models w i l l  produce a t h r u s t  of the order of 1/100 t o  1/10 pound a t  an 

exhaust ve loc i ty  of the order of 50 km sec-' (Isp = 5,000 sec) probably 

during 1961. It should be mentioned, though, t h a t  laboratory models can 

be successful ly  operated even before the problem of beam neut ra l iza t ion  

has been completely solved, because chamber walls, res idua l  gases, and 

o ther  influences which cannot be avoided i n  a vacuum tank, help t o  form 

and sus t a in  an ion beam of considerable length.  

engine must take place onboard a h i g h  a l t i t u d e  probe or  satell i te under 

pe r fec t  space conditions.  

prototypes can be i n i t i a t e d  i n  1962. 

The 

The real test of an ion 

It i s  hoped t h a t  space tests of ion engine 

Even shor t  t i m e  tests of several  

I 
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minutes durat ion,  powered by ba t t e r i e s ,  can r'ully prove the co r rec t  

operation of beam formation and beam neut ra l ida t ion  under space 

conditions.  Testing or' the engine fo r  long-time c a p a b i l i t i e s  should 

then be taken up as a next phase i n  the  development program. 

% 

Once the ion engine i s  developed, i t  w i l l  f ind appl icat ion f o r  

f r e i g h t  f l i g h t s  t o  the moon, fo r  unmanned and manned planetary missions, 

and f o r  instrumented probes t o  the o u t e r  f r inges  of our planetary system. 

Electrodynamic or  magnetofluidmechanic systems, l i k e  arc heated 

systems, do not suf2er from the problem of space charge neut ra l iza t ion .  

The dr iving r'orce is  provided by a v a r y i n g  magnetic f i e l d ,  or by combined 

electric and magnetic f i e l d s .  

but the charges are not separated; they form a neut ra l  plasma. 

electric f i e l d  is  applied to a plasma, p s r t f c l e s  of opposite s igns move 

i n  opposite d i rec t ions ;  i f  a magnetic f i e l d  is  present with i ts  

d i r ec t ion  perpendicular t o  t h a t  of the electric f i e l d  and t o  the ve loc i ty  

vector  of the p a r t i c l e s ,  a motion r e s u l t s  as indicated i n  Fig.  17. Diagram 

a shows the motion of two pa r t i c l e s  i n  a strong electric f i e l d ,  diagram 

b i n  a weaker f i e l d .  

The propel lant  is  ionized t o  a high degree, 

I f  an 

The force p act ing on each p a r t i c l e  is  given by 

P =  
E 

C 
- 3 x 3  

Ir 

or ,  i f  the  current  densi ty  i is introduced: 
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The d r i f t  ve loc i ty  (d shown i n  Fig. 

only: 

7b i s  a function of the t w o  f i e l d s  

% 

The l a w s  of plasma motion under the combined forces  of electric and 

magnetic f i e l d s  are obtained by simultaneous appl icat ion of the 

equations of f l u i d  llow and of the  electrodynamic theory. 

t ry ing  t o  solve an array of these equations f o r  a simplified experimental 

arrangement, we w i l l  analyze qua l i t a t ive ly  a plasma engine which has 

been operated, and which shows many of the cha rac t e r i s t i c  fea tures  of 

MFM Systems 

It cons i s t s  of t w o  concentric cyl inders ,  with an insu la t ing  plug a t  one 

end. Hydrogen under low pressure en ters  at E; a high frequency discharge 

is  maintained between d and d: A propulsive pulse is i n i t i a t e d  by 

closing the switch S, thereby discharging the condenser bank C through 

the gas. 

drawing. It generates a torofdalmagnet ic  f i e l d ,  which, together with 

the  r a d i a l  electric f i e l d ,  exerts a force upon the r a d i a l  cur ren t  i n  

the  axial d i rec t ion .  Under actual  working conditions,  the r a d i a l  

ve loc i ty  of the charged p a r t i c l e s  under the  force of the voltage 

d i f fe rence  is of the  order of 10' cm sec-'; the axial ve loc i ty  may 

reach 4 X 10 

between the  cyl inders  along i n  the form of a shock wave. 

r e l a t i v e l y  weak magnetic f i e l d  i n  axial d i rec t ion ,  generated by the two 

coils indicated i n  the sketch, forms a "magnetic bot t le"  which keeps the 

Rather than 

1183 . Figure 18 shows a cross  sec t ion  through the device. 

The flow of current  through the gas i s  indicated i n  the 

-. - e 

7 
cm sec-'. The moving plasma dr ives  the unionized gas 

A permanent, 
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hot  plasma 

expressed as the  r a t i o  of e l e c t r i c  energy input to  k ine t i c  beam energy, 

is of the order of 30%. 

propulsion systems are obtained if an arc is  s t ruck  between two 

p a r a l l e l  w i r e s  or  two p a r a l l e l  p la tes  (Fig. 19a),  

sho r t  cen t r a l  and a ring-shaped electrode (Fig. 19b) 1203 . I n  e i t h e r  

case, the arc moves out under the force of i t s  own magnetic f i e l d .  

the backstrap propulsor 1211 , one of the t w o  conductors i s  placed 

along the rear s ide  of the discharge chamber i n  such a way tha t  the 

magnetic f i e l d  produced by the discharge current  helps t o  push the 

plasma out.  Figure 19c shows t h i s  arrangement. 

away from the  w a l l s .  - The ef f ic iency  of t h i s  system, 

Much simpler, but a l s o  less e f f i c i e n t  WM 

[19] o r  betwen a 

I n  

As contrasted to ion propulsion systems, HFH systems have the 

advantage of r e l a t i v e l y  high dens i t ies  of the plasma flow, and of easy 

c o n t r o l l a b i l i t y  of the exhaust velocfty between wide l i m i t s .  Their 

disadvantages are the large masses of aux i l i a ry  equipment, l i k e  conden- 

sers and magnetic f i e l d  coils, and t h e i r  l o w  e f f i c i e n c i e s  which only 

r a r e l y  reach 30 to 40%. 

is transformed i n t o  heat .  An extremely shor t  discharge t i m e  of the 

condenser is e s s e n t i a l  i n  order to keep the penetrat ion depth of the 

induced cur ren ts  i n t o  the plasma s m a l l ,  and t o  reduce the d iss ipa t ion  

of electromagnetic energy. In the t r ave l l i ng  wave propulsor 1181 , a 

tube containing the propel lant  i s  surrounded by a d i s t r ibu ted  L - C 
c i r c u i t .  I f  a condenser is discharged across the input terminals,  a 

magnetic wave travels through the tube with the  velocity 

The grea ter  p a r t  of the electromagnetic energy 
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c 

where 

L = induct iv i ty  

C = capaci ty  of one segment of c i r c u i t  

It ionizes the gas and drives the plasma ahead l i k e  a plug (Fig. 

19d). 

I n t e r e s t  i n  magnetofEuidmechanic devices has a r i s en  recent ly  from 

f i v e  d i f f e ren t  sources: they o f fe r  a convenient method t o  study plasma 

physics i n  general;  they provide a technique to  generate shockwaves of 

extremely high Mach numbers f o r  the study of re-entry phenomena; they 

may help to eventually achieve a control led fusion react ion;  they 

f a c i l i t a t e  the understanding of processes i n  hot  star atmospheres; and, 

f i n a l l y ,  they may provide a propulsion device f o r  c e r t a i n  space miss ic#nr ,  

A t  the  present state of development, the efficiencies &e s t i l l  too low,  

the masses too large,  and the l i fe t imes too shor t  to make an XFM propulsor 

an attractive propulsion system. 

fu r the r  technical  development. 

This s i t u a t i o n  may w e l l  change with 

Electric propulsion devices have been studied t o  an extent  where 

the  f e a s i b i l i t y  and usefulness of at  least two systems appears very 

l ike ly :  arc-heated systems, and ion systems. The f i r s t  f l i g h t  tests 

on satellites may begin i n  1962, 

with arc-heated systems from about 1963 on, and with ion systems from 

1964 or  1965 on. 

systems on heavy f r e igh t  missions i n  near-earth space; on unmanned 

and manned missions to Venus and Mars; and very pa r t i cu la r ly  on 

missions t o  more d i s t a n t  planets ,  and i n t o  deep space. 

while space missions may be flown 

Electric systems w i l l  be competitive with chemical 
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TABLE I11 

Propulsion Systems -With S e p a r a t e  Power Source 

1. 

2, 

3- 
4, 

5- 
6 .  

7 .  

8 .  

Nuclear heated 

Electrothermal  (arc-heated)  

So la r  heated 

E l e c t r o s t a t i c  ( i o n )  

Electrodynamic (MFM) 

Solar sa i l  

P a r t i a l  photon 

Ideal photon 
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